GPS+GSM ANTENNA3M RG174-SMA MALE

1. (PRODUCT TECHNICAL DATA)

Center Frequency (MHz) 1575.42MHZ
698/MHZ/2G/3G/2700MHZ
Bandwidth (MHz) .10 MHZ/2002MHZ
Input Impendence () 50
VS.WR <2.0
(Consumption Electric ) <10mA
(Polarization Intensity) RH.C.P
( Supply Voltage) DC3.3~5.0V
(The Sound Coefficient) <1.5dB
(Axial Ratio) 3Db
Gain (dBi) 29dB+3dB(LNA)
Max Input Power (w) 5
VSWE(Output VSWE) <1.8
(Operating Temperature ) -40°C~+85C
(Storing Temperature ) -40°C~+90°C
Radome Color Black

Weight (g)




2. ELECTRIC APPLIANCE CHARACTERISTICS

ITEM

TEST CONDITION

SPECIFICATION

Return Loss

Using Agilent Network Analyzer E§357A to
Measure Antenna S11 Return Loss
Characteristics.

Using Agilent Network Analyzer E8357A to
Measure Antenna S11 VSWR

2 VSWR Characteristics. \/
Using Agilent Network Analyzer E8357A to
Smith chart Measure Antenna S11 Gain Response
3 Characteristics.

Gain response

Using Agilent Network Analyzer E§357A to
Measure Antenna S21 Gain Response
Characteristics.
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(GPS) STATIONARY WAVE PATTERN:

(4G LTE) STATIONARY WAVE PATTERN

A4: 4.283
2 780.000 288 MHx




